
12.20 11.20

▼30.00 ±0.05

▼
15

.0
0
±

0.
05

6.
67

4.
05

1

2

2*
1.

20▼4.60 ±0.05

2*
1.

00

11

12 0.
08

▼

▼
0.

85
±

0.
05

▼25.20 ±0.05

▼
0.

85
±

0.
05

▼
1.

75
±

0.
05

▼27.85 ±0.05

▼
0.

55
±

0.
05

▼
0.

55
±

0.
05

▼
0.

55
±

0.
05

0.30Min REF
以塑胶面为基准
建议屏蔽罩离塑

胶面宽度

0.30Min REF
以塑胶面为基准
建议屏蔽罩离塑

胶面宽度

2*
1.

45
Ma

x 
RE

F
以

焊
脚

面
位

基
准

建
议

屏
蔽

罩
高

度

3

4 5

6

7

8

9 10

13
.9

0

9.
00

0.
90

8.
00

1.
00

30.30

2.
00

2.
00

13
.9

0

1.
00

8.
00

0.20

1.
12

29.70

9*1.30

20
*0
.7

0

20*1.30

0.
90

9.
00

2*
1.

90

9*1.30

2*1.70
13

.9
0

2.
00

2.
00

13
.9

0

29.25

1.
601.35

0.20

0.23
0.23

0.
50

Mi
n 

RE
F

以
焊

脚
边

面
为

基
准

建
议

屏
蔽

罩
离

焊
脚

面
宽

度

2*0.75Min REF
以焊脚边面为基准
建议屏蔽罩离焊脚

面宽度

T-P7
SIM-1P-B
SIM-2P-B
SIM-3P-B

T-P8

T-P5

SIM-6P-B

T-P1
T-P2
T-P3
T-P4
SIM-3P-A
SIM-7P-A
SIM-2P-A
SIM-6P-A
SIM-1P-A
SIM-5P-A
SIM-7P-B

SIM-5P-B

T-P6

  T-CARD PIN NO. PIN NO.

P1 DAT2
P2 CD/DAT3
P3 CMD
P4 VDD
P5 CLK
P6 VSS
P7 DATO
P8 DAT1

SIM CARD PIN NO. PIN NO.

P1-A/B VCC
P2-A/B RST
P3-A/B CLK
P5-A/B GND
P6-A/B VPP
P7-A/B I/O

SIM-B MICRO SIM
SIM-A SIM
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HONGRIDA ELECTRONIC TECHNOLOGY CO,LTD.
昆山捷皇电子精密科技有限公司

SEE NOTE

S32-3B20F46A

NOTES:
 1.MATERIAL:
    HOUSING:LCP,BLACK,UL 94V-0
    CONTACT:PHOSPHORBRONZE,T=0.15MM
    SHELL:STAINLESS STEEL T=0.20MM
    SHIELLD:STAINLESS STEEL T=0.15MM
 2.GP PASSED ACCORD WITH HRD-RoHS-219 STANDARD.
 3.FININSH
    CONTACT: 50U'' MIN PLATING OVER ALL
             GOLD FLASH≥1u'' ON THE CONTACT AREA&SOLDER AREA
    SHELL:SELECTIVE  GOLD FLASH IN SOLDER TAIL AREA 
               50U'' NI  MIN. PLATING OVER ALL
 4.ALL DIMENSIONS MARKED ▼ MUST BE CONTROLLED BY QC

 5.ALL DIMENSIONS MARKER XX  MUST BE MEASURE BY FAI.

 6.RATED PARAMETERS OF CONNECTOR
  6-1.Operating temperature: -40°C to 70°C
  6-2.Rated Current: 0.5A
  6-3.Rated Voltage: 30V AC/DC Per Contact
  6-4.Contact Resistance: 100mΩMAX
 7.ELECTRICAL MECHANICAL ENVIRONMENT
  7-1.Dielectric withstanding Voltage : 500V AC 1min.
  7-2.Insulation Resistance: 1000 MΩMin.
  7-3.Normal  Force ：0.03~0.10Kg min
  7-4.Switch PIN positive force : 20gf.Min
  7-5.Insertion  Force：1.0Kg max
  7-6.Push-out Force:0.2Kg min
  7-7.Durability: SIM CARD 3000 cycles，m-SD 3000 cycles.
 8.PURE SALT SPRAY TEST REQUIREMENTS FOR CLAMP MOMNMER 24H.
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